
MULTISYSTEM QUICK Accessories
DY 90 SAT amplifier

- 8 SAT inputs and outputs + 1 TERR. input and output
- Input: 0-15 dB attenuator at SAT / TERR
- Return path: 0-10 dB attenuator
- High screening, Class A
- Stand-by function
- Return path and IRS (Integrated Reception System) 

Specifications

Frequency range TERR 85-862 MHz

Gain TERR 16-22 dB

Output level TERR 115 dBµV

Attenuator TERR 0-15 dB

Frequency range TERR 5-65 MHz

Gain TERR 8-9 dB

Attenuator TERR 0-10 dB

Frequency range SAT 950-2400 MHz

Gain SAT 16-24 dB

Output level SAT 115 dBµV

Noise SAT 12-5 dB

Attenuator SAT 0-15 dB

Isolation trunk SAT 27 dB min.,
38 dB typ.

Power Supply external or via
trunk

Current consumption 13/14 VDC 520 mA

Housing, cover Zinc die-cast

Dimensions incl. F-conn. 210x140x27 mm

Packing unit 1 piece 5.8 dm³, 1 kg

Shipping package 10 pieces 60 dm³, 10,6 kg

EMC CE, Class A

Accessory Plug-in power
supply unit DY 55

WISI Multitap
DM 90 Multitap passive

- 8 SAT + 1 TERR inputs and outputs (trunk)
- 8 SAT + 1 TERR outputs (per tap)
- Up to 1500 subscribers and more
- DY 90 amplifier required 

Thru loss 3 dB

Tap loss 13 dB

DC bypass (trunk) yes
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