
COMPACT LINE accessories
XM 51 Splitter

Side loss 4/4 dB

XM 53 Splitter
Side loss 8/2 dB

XM 55 Tap
Side loss / Thru loss 13/1 dB

XM 56 Tap
Side loss / Thru loss 18/1 dB

COMPACT LINE VX 58xxxx
- Operates as ALC (flat) in LR63 LR43 Fiber nodes
- Operates as ALSC (level and slope) with 1 or 2 pilots
  in all COMPACT LINE amplifiers
- Detect CW, AM, QAM carriers
- Advanced pilot failure routines
- Easy adjustment 

VX 58 0407 VX 58 0607 VX 58 0703 VX 58 0855

Type VX 58 0407
Pilot detector
287,25-407,25
MHz

VX 58 0607
Pilot detector
415,25-607,25
MHz

VX 58 0703
Pilot detector
615,25-703,25
MHz

VX 58 0855
Pilot detector
711,25-855,25
MHz

Pilot 1 110-140 MHz 110-140 MHz 110-140 MHz 110-140 MHz

Pilot 2 278-407 MHz 415-607 MHz 615-703 MHz 711-855 MHz

Control range 47 MHz ± 0.9 dB 47 MHz ± 0.9 dB 47 MHz ± 0.9 dB 47 MHz ± 0.9 dB

470 MHz ± 2.9 dB 470 MHz ± 2.9 dB 470 MHz ± 2.9 dB 470 MHz ± 2.9 dB

606 MHz ± 3.4 dB 606 MHz ± 3.4 dB 606 MHz ± 3.4 dB 606 MHz ± 3.4 dB

862 MHz ± 4.0 dB 862 MHz ± 4.0 dB 862 MHz ± 4.0 dB 862 MHz ± 4.0 dB

Gain reduction -4 dB for mid
position

-4 dB for mid
position

-4 dB for mid
position

-4 dB for mid
position
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